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odel DOT QUADRO
codice: 6321

design: UT Egoluce

anno - 2007

tipologia: faretto da incasso

materiali: alluminio

luce: diretta

sorgente luminosa: /W LED 1W 350mA 158Im 4000K

/IWW LED 1W 350mA 150im 3000K
IXW LED 1W 350mA 143Im 2700K

life: > 50.000 h

step MacAdam: 3

Dimensioni -

3,6

23

2,3

@ZCm

Indice di Resa Cromatica: >80

grado IP - 40
peso netto - 0,02 Kg
finitura - .01 bianco .01

.32 nickel satinato .32

optional: 0208 adattatore per doghe
0212 kit: box + plaster traforato

0215 controcassa in materiale plastico

marcatura: C €
N/ <@ po 5 R

simboli costruttivi:

SOLO COLLEGAMENTO IN SERIE - ONLY SERIAL CONNECTION
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0208 0212 0215
Adattatore per doghe KIT: box + Plaster Controcassa in materiale plastico
Adapter for slats Plastic box
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LED DRIVERS in corrente continua
LED DRIVERS constant current

0125

LED driver
IN: 100 - 240V
OUT: 350 mA
1-6 Power LED

6x35x22cm @40”“

0128

LED driver
IN: 100 - 240V
OUT: 350 mA

1-10 Power LED

11,6x3,4x2cm@4°m

0136/15

LED driver
IN: 100 - 240V
OUT: 350 mA

&

SELV |KEMA

SELV cLAss2 &Kbs

Bm us

1-10 Power LED

15,8 x 2,2 x 2 cm @ 3.2cm

0169/50

Multipower LED driver

IN: 220 - 240V
OUT: 350mA

min. 4 - max 22 Power LED

13x7,5x3cm @ 8.5 cm

sev & s

P

SeLv &Kbs

DRIVERS DIMMERABILI in corrente continua
DIMMABLE LED DRIVERS constant current

0129 pimmer LED

Multipower dimmable driver

IN: 110 - 240V
OUT: 350 mA
4-15 Power LED

10,5 X7 x 2,2 cm @ 7,2cm SELV A -\ @)5
0129/DALI pimmer LED

Multipower dimmable driver
IN: 110 - 240V

OUT: 350 mA

2-12 Power LED

10,5x 7 x 2,2 cm @7,2 cm
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0141/DALI
LED driver

IN: 110 - 240V
OUT: 350 mA
1-12 Power LED

11,1x5,2x2,5cm @5,5 cm

0141/DIM
LED driver

IN: 110 - 240V
OUT: 350 mA

1-12 Power LED

NV
NS

@ @’5 oM us

AN
AN

Versione PUSH non sincronizzabile - PUSH version not synchronizable

111x5,2 x 2,5 cm @5,50"1 &Kos (N ys

0145 Dpimmer LED Maxi

Multipower dimmable driver
IN: 110 - 240V

OUT: 350 mA

1- 21 Power LED

123x8x22cm @8,4 cm SELV &K (Ahis

0145/DALI pimmer LED Maxi

Multipower dimmable driver

IN: 110 - 240V
OUT: 350 mA
1- 21 Power LED

12,3x8x2,2cm

@8,4 cm SELV Chali> & (Mhis

0133

Cavo di sincronizzazione per dimmer LED
Syncrhonization cable for LED dimmer
(art. 0129 - art. 0129/DALI - art. 0145 - art. 0145/DALI)
~

P

L 150 cm
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