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Codice
Articolo

Codice
Articolo

DRIVERS a tensione costante
DRIVERS constant voltage

0155

LED driver
IN: 100 - 240V
OUT: 24V - 13W

15,8 x2,2x2cm @ 3,2cm

SELV [KEUR

DRIVERS DIMMERABILI a tensione costante
DIMMABLE LED DRIVERS constant voltage

0156

LED driver
IN: 100 - 240V
OUT: 24V - 25W

14,5x5,5x2cm

seELv &Kos

0157

LED driver
IN: 220 - 240V
OUT: 24V - 75W

18,4 x6,1x2,9cm @ 7 cm

SELV |KEVR

0160

LED driver
IN: 220 - 240V
OUT: 24V - 60W

12x7,6x2,3cm

SELV

0161/100

LED driver

IN: 220 - 240V
OUT: 24V - 100W

21x7,5x3,5¢cm

SELV

0717/DIM60

Dimmable driver

IN: 220 - 240V
OUT: 24V - 60W

12x7,6x2,2cm @ch SELV AL (PUSH)
0717/DIM60/V

Dimmable driver

IN: 220 - 240V

OUT: 24V - 60W

12x7,6x2,2cm ©8cm

SELV

0717/DIM100

Dimmable driver

IN: 220 - 240V
OUT: 24V - 100W

A
©

SELV mALDD CPUSH)

21x75x3,5¢cm @ 8,2cm

0717/DIM150

Dimmable driver

IN: 220 - 240V
OUT: 24V - 150W

A

©

21x7,5x3,5¢cm @ 8,2 cm

SELV - BALID (PUSH)
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Codice
Articolo

DRIVERS DIMMERABILI a tensione costante
DIMMABLE LED DRIVERS constant voltage

0727/DIM30

Dimmable driver

TAGLIO DI FASE (TRAILING EDGE-LEADING EDGE)
PHASE CUT-OFF (TRAILING EDGE-LEADING EDGE)

IN: 220 - 240V
OUT: 24V - 30W %
@ 4,9 cm

15,8 x4,6 x 1,9 cm SELV TRIAC
0727/DIM50
Dimmable driver
TAGLIO DI FASE (TRAILING EDGE-LEADING EDGE)
PHASE CUT-OFF (TRAILING EDGE-LEADING EDGE)
IN: 220 - 240V
OUT 24V - 50W %
17,7 x 5,8 X 2,2 cm @ 6,1 cm SELV TRIAC
0727/DIM75
Dimmable driver
TAGLIO DI FASE (TRAILING EDGE-LEADING EDGE)
PHASE CUT-OFF (TRAILING EDGE-LEADING EDGE)
IN: 220 - 240V
OUT: 24V - 75W
17 x 5,65 x 3,1 cm @6,3 cm SELV TRIAC
0727/DIM150
Dimmable driver
TAGLIO DI FASE (TRAILING EDGE-LEADING EDGE)
PHASE CUT-OFF (TRAILING EDGE-LEADING EDGE)
IN: 220 - 240V g
OUT: 24V - 150W
19,5x 6,7 x 3,15 cm @7,4 cm SELV TRIAC
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Codice
Articolo

DIMMER a tensione costante
DIMMER constant voltage

0110/DIM

LED dimmer
IN: 12/24/48V max 12A
OUT: 12/24/48V

oAl Crush) [A0V]

16,4 x 3,8 x 2,5 cm @ 4.4 cm

UNITA DI EMERGENZA LED
LED EMERGENCY UNIT

0115/EM

LED Emergency Unit
Kit Inverter + Battery + LED indicator

S

15,5x 5,2 x 2,5 cm 80 cm 13,56 x4,5x2,3cm

0115/EM/3

LED Emergency Unit
Kit Inverter + Battery + LED indicator 3h

19,8 x6,5x3,3cm
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