Codice
Articolo

LED DRIVERS in corrente continua
LED DRIVERS constant current

0127

LED driver
IN: 100 - 240V
OUT: 500 mA

1-2 Tris

11,6 x3,4x2cm @4cm

0169/50
Multipower LED driver

IN: 220 - 240V

OUT: 500mA
1- 5 Tris

&K Py

SELV CLASS 2

>

13x7,5x3cm @8’5(:"]

seLv &Kos

DRIVERS DIMMERABILI in corrente continua
DIMMABLE LED DRIVERS constant current
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Codice
Articolo

01 45/DAL| Dimmer Led Maxi

Multipower dimmable driver

IN: 110 - 240V
OUT: 500 mA

1-7 Tris

12,3x8x2,2cm

(Fsacm sewv ot Ceusw> &> Mg

0133

Cavo di sincronizzazione per dimmer LED
Sincronization cable for dimmer LED
(art. 0145 - art. 0145/DALI)

L 150 cm

IP LED DRIVERS in corrente continua
IP LED DRIVERS constant current

0141/DALI
LED driver

IN: 110 - 240V

OUT: 500 mA, 1-3 Tris

AN
AN

11,1x52x2,5¢cm @5,5 cm

0141/DIM

LED driver
IN: 110 - 240V
OUT: 500 mA, 1-3 Tris

ol &0 (s

Versione PUSH non sincronizzabile - PUSH version not synchronizable

11,1x5,2x 2,5 cm @5,5 cm [10v] &5 (s

01 45 Dimmer Led Maxi
Multipower dimmable driver

IN: 110 - 240V
OUT: 500 mA, 1-7 Tris

123xExzzem @8‘4 cm SELV &K (M is

0143/IP

LED driver
IN: 220 - 240V
OUT: 500 mA

1-2 Tris

8.2x39x2cm @4,5 om SELV IP 65
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